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1967 yēlēnda otomotiv sektºr¿ne hizmet vermek amacēyla kurulmuĸ olan ¦nsal Oto 

Yan Sanayi firmasē , 40 seneyi aĸkēn tecr¿be birikimi ile soĵuk ĸekillendirme, montaj, 

kaynak ve lazer kesim yºntemleriyle, metal par­alarēn ¿retimi konusunda 

uzmanlaĸmēĸtēr. 

Firmamēz, otomotiv end¿strisindeki geliĸmeler doĵrultusunda   kalkēnmayē kendisine 

hedef belirleyerek , mevcut kapasitesini artērmak ve piyasadaki yerini saĵlamlaĸtērmak 

i­in 2006 yēlēnda Gebzeô deki 12.500 m2si kapalē ve 6000 m2 si a­ēk alana sahip yeni 

fabrikasēna taĸēnmēĸtēr. 

Firmamēz ¿retimde s¿rd¿r¿lebilir y¿ksek kalite g¿venilirliĵi  ve ­evre bilinciyle,   

ISO/TS 16949:2009 Kalite Yºnetimi  ve ISO/TS 14001:2004 ¢evre Yºnetim Sistemi 

sertifikalarēnē almēĸtēr.

M¿ĸteri memnuniyetinin ºneminin inancē ile, ileri teknolojimiz ve ­evre bilincimizle 

y¿ksek kaliteli ¿retimin en uygun fiyata m¿ĸterilerimize sunulmasē ºnceliĵimizdir.

¦nsalOto Yan Sanayi Ltd. has been serving for the automotive industry since 1967 

with a high degree of specialization in cold formed, assembled, laser cut and welded 

metal parts production. 

Our company has aimed to rise and develop beyond the automotive industries 

developments.  As a result of our investment to increase our existing capacity and to 

solidify our place in the market, we have moved our company to its new facility which 

is located in Gebze G¿zellerOrganized Industrial Zone on 12.500 m2 closed  and 6.000

m2 open area. 

We are much aware of the of the importance of a consistent high level of quality 

reliability and environmental consciousness in the production and certified according 

to ISO/TS 16949:2009 and ISO 14001 :2004, Quality Management and Environment 

Management Systems respectively. 

With reliable and technically proven technologies, we support a dedicated, 

environmentally conscious production at minimum costs and highest quality. We are 

committed to fulfill our responsibilities and duties to our clients and get their full 

satisfaction.
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¦nsalOto Yan Sanayi ­alēĸanlarē, Kalite ve ­evre ºneminiyaĸamfelsefesi

olarak benimser ve ¿r¿nlerine yansētēr. Bu ama­laISO/TS 16949:2009( BVQI) 

ve ISO 14001:2004 (VNZ) sertifikalarēalēnmēĸtēr.

All ¦nsalOto Yan Sanayi employees perceive Quality and Environment as 

a life philosophy and reflect this approach to the product. For this reason 

ISO/TS 16949:2009(BVQI) and ISO 14001:2004 (VNZ) have been certified .

Kalite ve ¢evre 

Quality and Environment



Å20 mmôyekadar Lazer Kesim / Laser Cutting up to 20 mm 

X = 3000 mm   Y = 1500 mm   Z = 150   mm

ÅPreshane Bºl¿m¿ / Press Division up to 750 tons

Å1 ï12 mm kalēnlēk aralēĵēndaki sac par­alar ­eĸitli ebatlardaki preslerimizde ĸekillendirilmektedir.

ÅSheet metals with the thickness range between 1 to 12 mm , are being formed in our various presses.

¢elik / Steel                                           0 - 20 mm

Paslanmaz ¢elik  / Stainless Steel      0 - 15 mm

Al¿minyum / Aluminum 0 - 8 mm



ÅCNC Abkant B¿k¿m / CNC Press Brake Forming Process

ÅRoll Forming Ķĸlemi / Roll Forming Process

ÅMaksimum uzunluk L = 4 metre  /  Maximum length L= 4 meters



ÅTam Otomatik Daire Testere / Full Automatic CNC Circular Sawing

ÅRobot ve Elle Kaynak / Robot & Manual Welding

ÅKalēphane/ Die Production Division

ÅCNC daire testere vasētasēyla y¿ksek kesim kalitesi ve ºl­¿ hassasiyeti yle profil kesimleri ger­ekleĸtirilmektedir.     

ÅHigh quality and accurate cuts of tubular parts are performed by means of CNC circular saw

ÅKalēp ve fikst¿rlerimizin dizayn ve ¿retimi  kendi b¿nyemizde yapēlabilmektedir. 

ÅWe are able to design and produce our dies and fixtures in our die production division.



ÅY¿zey Temizle ve Fosfatlama Hattē / Surface Cleaning and Phosphating Line

ÅToz Boya Hattē / Powder Coating Line

ÅYaĸ Boya Hattē / Wet Paint Line

ÅBoyama iĸlemi ºncesinde par­alar, y¿zey temizleme ve fosfatlama  iĸlemine tabi tutulur.  

ÅPrior to painting process , parts are subjected to surface cleaning and phosphating processes.

ÅModern toz boya hattēmēzda ,boyama esnasēnda proses parametreleri  s¿rekli kontrol altēnda tutulur. 

ÅDuring the powder painting , all process parameters are kept controlled by our modern painting facility. 



ÅKarkas  ¦retim Hattē / Base Framework Production Line

ÅKoltuk ¦retim Hattē / Seat Production Line


